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1100 Walnut Street, Roselle, NJ §7203. Tel: 908-620-3610 Fax: 908-620-3616

Ref:  Sampling and lab analysis of #6 Fuel oil, from shore tank#6 after the discharging
of barge Houston, at Sprague, Providence, Rl on April 2, 2009

File Number:50965 Sample Number: 50965-6
CERTIFICATE OF ANALYSIS
Shore Tank#6
TEST METHOD UNITS RESULT
UPPER
API Gravity D-4052 °APL @ 60 °F 11.6
Viscosity D445 CST @50 °C 3159
D-2161 SFS @ 122 °F 149.0
Sulfur D-4294 Weight % 0.540
MIDDLE
API Gravity D-4032 ® API @ 60 °F 11.6
Viscesity D-443 CST @50°C 313.0
D-2161 SFS @ 122 °F 147.6
Sulfur D-4254 Weight % 0.939
LOWER o B e
API Gravity D-4052 ® APH@ 60 °F 11.6 =
Viscosity D-445 CST @50 °C 317.8 e
D-2tel SFS @ 122 °F 149.9
Sulfur D-4294 Weight % 0.897
SUCTION
API Gravity D-4032 ¢ AP1@ 60 °F 11.6
Viscosity D-443 CST @350 °C 3149
D-2161 SFS @ 122 °F 148.5
Sulfur D-4294 Weight %o 0.894
COMPOSITE
API Gravity D-4052 AP @ 60 °F 116
Viscosity D-445 CST @30 °C 314.9
D-2161 SFS @ 122 °F 148.5
Sulfur D-4294 Weight % 0.903
Pour Point D-97 °F 43
Flash Point D-93 °F 200
Water by Distillation D-95 Volume %5 0.10
Sediment & Water D-1796 Volume % 0.18
Sediment by Extraction D-473 Weight % 0.03
Asphalienes D-3279 Weight % 6.9
Micro Carbon Residue D-4530 Weight % 12.7
Ash D-482 Weight % 0.060
Nitrogen D-5762 Weight % 0.41
Carbon D-5291 Weight % 85.68
Hydrogen D-5291 Weight % 10.82
Oxygen D-5291 Weight % <0.1
Vanadium D-5863 PPM 59
Sodium D-5863 PPM 9
Aluminum D-5184 PPM 81
Sificon D-5184 PPM 98
Heat of combustion b-240 BTU/LAB 18,503
BTU/GAL 152,385
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